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TUNNEL ACCESS ROAD

REALIGNED STEPS

NOTES:
1.0    GENERAL

         1.1    THIS DRAWING IS TO BE READ IN 
   CONJUNCTION WITH ALL OTHER DISCIPLINE

                  DRAWINGS.

  1.2   REFER TO CE-1200 SERIES OF DRAWINGS FOR
   CIVIL DESIGN ELEMENTS.

         1.3    THIS GENERAL ARRANGEMENT PLAN IS TO
                  PROVIDE AN OVERVIEW LAYOUT ONLY.
                  REFER TO OTHER DRAWINGS FOR DETAILS
                  OF EACH DESIGN ELEMENT.

         1.4    CONTRACTOR TO CONFORM TO ALL
                  REQUIREMENTS SET OUT IN THE CONSENT
                  CONDITIONS.

         1.5    SOFT MATERIAL ALONG SIDE THE PIPELINES IN
                  THE ACCESS ROAD SHALL BE REMOVED AND
                  REPLACED WITH A FIRM ROAD SURFACE FOR
                  CONSTRUCTION TRAFFIC.  THE ROAD SURFACE
                  SHALL BE MONITORED DURING CONSTRUCTION
                  AND REPLACED AS REQUIRED

5m WIDE BUFFER FROM CENTRE LINE ON
EASTERN SIDE OF WAITANGI STREAM.
WORKS NOT TO GO WITH BUFFER ZONE
(EXCEPT WHERE NOTED, I.E. ACCESS
TRACK / BUFFER OVERLAP).

5m WIDE BUFFER ON WESTERN SIDE OF
WAITANGI STREAM..
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