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Drawing Originator: Original  
Scale (A1)

1:500
Reduced  
Scale (A3)

1:1000

Design A.GARDNER 26.04.19 ApprovedFor 
Construction*

Date

Drawn R.McLEAN 26.04.19
Verifier W.MAGUIRE 16.05.19
Dwg Check G.DOWN 16.05.19
* Refer to Revision 1 for Original Signature

RESERVOIR PLATFORM

CONSTRUCTION BOUNDARY
/ TOWN BELT LICENCE AREA

RESERVOIR OUTLINE

5m WIDE BUFFER FROM CENTRE LINE ON  
EASTERN SIDE OF WAITANGI STREAM.  
WORKS NOT TO GO WITH BUFFER ZONE  
(EXCEPT WHERE NOTED, I.E. ACCESS  
TRACK / BUFFER OVERLAP).

DORKING ROAD WORKS

10m WIDE BUFFER FROM CENTRE LINE ON  
WESTERN SIDE OF PAPAWAI STREAM.  
WORKS NOT TO GO THROUGH BUFFER ZONE

TUNNEL PLATFORM

TUNNEL OUTLINE

TEMPORARY CONSTRUCTION ACCESS

ALL CONSTRUCTION VEHICLE  
ACCESS IS TO BE FROM  
ROLLESTON STREET ONLY

EXTENT OF RESERVOIR EXCAVATION

CONTRACTOR ACCESS FROM  
SALISBURY TERRACE FOR  
LIGHT VEHICLES / STAFF
PARKING ONLY

WALKING ACCESS MAINTAINED  
BETWEEN ROLLESTON STREET &  
HARGREAVES STREET. FENCED  
OFF WITH 1.8m HIGH FENCE  
FROM CONSTRUCTION.

CARPARKING - TEMPORARY
8 x CARPARKS FOR RESIDENTS.  
FENCED OFF FROM CONSTRUCTION.

INDICATIVE  
SEDIMENT  

RETENTION POND

TEMPORARY HAUL ROAD

STOCKPILE RUNOFF  
DIVERSION CHANNEL

LOWER SPORTS FIELD  
INDICATIVE  
STOCKPILE  
LOCATION

INDICATIVE  
SEDIMENT  

RETENTION POND

UPPER SPORTS FIELD  
INDICATIVE  
BACKFILL  
STOCKPILE  
LOCATIONSTOCKPILE RUNOFF  

DIVERSION CHANNEL

EXTENTS OF PIPELINE  
EXCAVATION

CONTRACTOR IS  
NOT TO PARK  
WITHIN EXISTING  
PUBLIC CAR PARK

NO CONTRACTOR ACCESS  
PERMITTED FROM  
HARGREAVES STREET
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ROAD RESERVE WORKS AREA

Key:

Construction Fencing

Temporary Pedestrian Fencing 

VEGETATION ONLY TO BE 
REMOVED ONCE  RESERVOIR 
HAS BEEN CONSTRUCTEDAND  
BACKFILL IS READY TO
COMMENCE.
(2ND STAGE VEGETATION
REMOVAL)

Appendix 11
Construction Site Fencing
Plan


